
Iso-D XtraIso-D Xtra

CCommerommercial prcial product name :oduct name :

Iso-D Xtra ManufacturManufacturer :er : Isola as N-3945 Porsgrunn, Norway

ArArea of use :ea of use : Flexible sheets for waterproofing AAVVCP System :CP System : 3
Notified body :Notified body : SINTEF NO 1071
PrProduct standaroduct standard :d : EN 13859-1: Flexible sheets for waterproofing Definitions and characteristics of underlays Part 1: Underlays for discontinuous
roofing

PrProperopertyty MethodMethod UnitUnit VValuealue

Euro fire class according to EN 13501-1 EN ISO 11925-2 - E
Resistance to water penetration EN 1928 (A) - Pass
Tensile strength MD EN 12311-1 N/50 mm 700±20%
Tensile strength CMD EN 12311-1 N/50 mm 550 ± 20%
Elongation At Maximum Tensile Force MD EN 12311-1 % 2,5 ± 1
Elongation At Maximum Tensile Force CMD EN 12311-1 % 2,5 ± 1
Tear resistance MD EN 12310-1 N 190 ± 20%
Tear resistance CMD EN 12310-1 N 180 ± 20%
Pliability EN 1109 °C -20

The product properties are in conformity with the declaration of performance above.
This declaration of performance is issued under the sole responsibility of the manufacturer
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